
Afinia L502 Industrial Duo-Ink Label Printer

HIBISCUS PLC. Leeds, LS10 1AG.                    Tel: +44 (0) 113 242 4272                   Email: enquiries@hibiscus-plc.com                   Website: www.hibiscus-plc.com  

Key Features

• BBS5609 Certified for Durable Labels

• Dual-ink capability (Dye & Pigment)

• Use pigment inks for exceptional water, abrasion, and

 UV resistance

• Industrial build quality

• Flexibility to change label designs and content on the fly 

• Separate CMYK inks for economy

Extras: Label Rewinder
The optional Label Rewinder allows for roll-to-roll production by conveniently rewinding your labels 

directly onto a 3” core, which makes managing your label production much easier.
 

This is a recommended accessory for companies that experience high usage,
heavy duty jobs, or if they must apply labels using an applicator.

The rewinder for the Afinia L502 can handle label sizes up to 8.5” wide, and rolls
with up to 8.0” outside diameter.

Basic Specifications

Media Type:   Paper, polyester, polypropylene and vinyl label
  stocks. Supports gap, black mark, and  
  continuous media.
Media Width:   1.5" - 8.65" (38.1 mm – 219.7 mm)
Label Width:  1.0" – 8.5" (25.4 mm – 215.9 mm)
Label Length:    0.75" – 48" (19 mm – 1219.2 mm)
Label Thickness:   0.004" – 0.01" (0.1 mm – 0.3 mm)
Resolution:  Up to 4800 dpi             

Rugged construction meets versatile label printing - great for durable applications (BS5069 
certified), gaining in-house production flexibility, and reducing long-term labelling costs.

Making your own labels just got easier - whether you need waterproof, durable labels or something eye-catching for the retail shelf, 
the L502 is our most versatile printer ever. 

Enjoy the durability of pigment and the vibrancy of dye inks in the same printer. The L502 is designed to use both pigment and dye inks 
to create waterproof and highly vibrant labels, offering a quick transition from ultra-vibrant and colourful prints, to ultra-durable and 
waterproof labels with a simple print-head swap.

Pigment and dye inks each have their own advantages: pigment-based prints are highly resistant to the challenges of moisture, abrasion, 
sun-fading, and extreme temperature, making the L502 perfect for packaging requiring GHS compliance, as well as those with high 
exposure to moisture.  The L502’s dye-based prints are high-impact, colourful, and vibrant, making them ideal for prime labelling 
applications, such as in retail environments.

The L502 has been tested and certified to produce BS5609-compliant, and GHS (Globally Harmonised System) labels, which helps 
keep chemical manufacturers in compliance with packaging and transportation requirements. 

Versatility Meets Economy - not only is the L502 one of the most versatile label printers on the market, it offers great value for small to 
mid-sized label applications. Separate CMYK ink cartridges contribute to a lower cost per label, since only colors that are empty need to 
be replaced.


